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VEHICLE HYDRAULIC SERVICING SCHEDULE 

 
The standard recommended Service schedule for a GFR Industries Vacuum 
Tanker hydraulic system application is as follows; 

 
1. Daily; 

The Hydraulic System should be inspected for serviceability and obvious 
issues, leaks etc.  by the vehicle operator at the start of each operation 

day.  
Before operation the Hydraulic Fluid level/s and quality should be 

checked and topped/corrected if needed.  

The Hydraulic Tank, Filters, associated hoses and drive elements should 
be inspected for serviceability.  

Any damage or fluid leaks should be reported immediately and the 
system not operated. 

2. Monthly; 
The Hydraulic system should be visually checked every 30 days by a 

trained technician as per the daily inspection and additionally for 
serviceability and signs of wear or damage.  

Hydraulic Fluid levels, fluid quality, Hydraulic components and hosing 
checked for security, serviceability and hydraulic motor drive integrity. 

3. 6 Monthly; 
The Hydraulic systems should be serviced by a trained technician as per 

the monthly inspection and additionally an individual component visual 
inspection.  

Hydraulic filter elements and Hydraulic tank filler breathers should be 

changed every 500hours or 6 months whichever occurs first. 
4. Annually; 

The Hydraulic fluid to be changed on major service every 1000 hours or 
12 months whichever occurs first and additionally to the 6 monthly 

inspection requirements. (Use only 46Cst or 68Cst Hydraulic fluid) 
The system should be operated after service and pressure and RPM 

should be recorded from system and operation of the systems checked 
as per operating parameters.  

The hydraulic motor drive coupling to water pump should be inspected.  
5. Bi-Annually; 

In Addition to the Annual inspection and testing the Hydraulic motor 
drive couplings should be replaced every 24 months. 
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The above schedule is intended as a minimum servicing requirement. 
 

Only authorized and trained personnel should operate and service the 
systems.   

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 
 


